ROURA'
Imon

IMON es una baliza de exterior
robusta y decorativa. Fabricada

en hormigoén con tonalidades

gris ceniza o arena, su textura
abujardada realza su caracter
natural y proporciona un tacto
agradable. Incorpora un grupo 6ptico
disenado ad-hoc para maximizar la
eficiencia y distribucion luminica,
lo que la convierte en una solucién
duradera y de bajo mantenimiento
para cualquier proyecto de
paisajismo o iluminacién urbana.

Designed by:

[ ARQUITECTES

IMON is a robust and decorative
outdoor bollard. Made of concrete
in ash grey or sand tones, its
bush-hammered texture enhances
its natural character and offers

a pleasant tactile finish. It
incorporates a custom-designed
optical unit to maximise lighting
efficiency and distribution, making it
a durable, low-maintenance solution
for any landscaping or urban lighting
project.

Caracteristicas eléctricas Electrical characteristics

Consumo / Power: LED: configurable hasta 27W
LED: configurable up to 27W
Tension de entrada / Mains voltage: 220-240V 50-60 Hz
Proteccion eléctrica / SPD: 10kA/10kV
Clase eléctrica / Isolation
classification: Clase |, Clase Il
Factor de potencia / Power factor: >0,95

Caracteristicas luminicas Light characteristics Materiales Materials

Fuente de luz / Light source: LED HE (alta eficiencia/ high-efficiency) Materiales / Materials: Hormigén y acero inoxidable

Cantidad de LEDs / Qty. of LEDs:
TC:

IRC / CRI:

Vida dtil / Lifetime:

T° de funcionamiento / Operating T°:
Regulacion / Dimming control:

Opciones / Options

PC Ambar
C j/

@ C

Ceniza Arena

143

LED HD (alta definicién / high-definition)

12 LEDs

2200K, 2700K, 3000K, 4000K

>70 (HE), >80(HD)

L90B10 100000hrs 25°C 350mA

de -20°C a 50°C

1-10V, DALI, Telegestion loT, auténoma

5 niveles, sensor de movimiento.

1-10V, DALI, loT remote management, 5-level
autonomous dimming, motion sensor.

487

409

312

Industrias de lluminacion Roura S.A.

Difusor / Diffuser:

Grado de proteccion IP/IK /
IP/IK protection rating:
Anclaje / Anchoring:

Color / Colour:

Peso / Weight:

3m.

2m.

im.

Concrete and stainless steel
Vidrio templado
Tempered Glass

IP67 / IK10

Mediante placa de asiento con 2 pernos
M16x400mm

By means of a base plate with 2 M16x400
mm bolts

Ceniza, Arena

Ash, sand colour

30kg




